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MODEL IP CCTV CMT9100R

GENERAL

Operating System ARM?® Architecture processor

Resource Simultaneous remote monitoring, local recording and remote control
User Interface Web, CMS,NVR

CAMERA

Image sensor 2MP, 1/2.8" Progressive Scan CMOS sensor

Effective Pixels 1920(H)x1080(V)

Electronic Shutter 1/25-1/10000s

Mini. lllumination Color: 0.05 Lux @(F1.2, AGC ON) B/W 0.01Lux @(F1.2, AGC ON)
Signal Noise Ratio >50dB

WDR Support

BLC Support

Day/Night ICR

Lens Mount 3.3mm-12mm varifocal lens, 79.3°-27.8°, M12 connector
Image processing Support 3D noise reduction, de-interlace, image enhancement, edge enhancement, backlight compensation, gamma adjustment
VIDEO&AUDIO

Video Compression H.264/M-JPEG

H.264 encoding type Support H.264 The Baseline Profile / Main Profile / High Profile encoding type
Image Resolution 1080P(1280x960)/720P(1280x720)/D1(704:x576)

Bit Rate 32K~8Mbps

Framerate 960P@30 frames/sec

Audio Compression G.711/G.726/ADPCM

Audio Bit Rate 8K~ 48K Bps

NETWORK

IE access Built-inWEB SERVER

Network Port 10/100MEthernet interface

Network protocol TCP/UDP/HTTP/MULTICAST/UPnP/NTP/RTSP/Onvif 2.0
Special

POE Support

USB Support, 32G 50 card

ENVIRONMENTAL

Power Supply DC12V£10%

IRLEDS 2pcs Array IR LED, IR distance: 30-50 meters

Ingress Protection P66

gﬁ:::"mgem -30°C~60°C, 0~95% RHG

Dimension 220mmx93mmx85mm




